1/2'R.

NOTES

1.

CONCRETE MIX: MANUAL PLACEMENT-
MN/DOT SPEC. 3A32, SLIP—FORM
PLACEMENT-MN/DOT SPEC. 3A22.

PROVIDE 1/2" EXP. JT. AT 300" MAX.
SPACING AND TO MATCH PAVEMENT
EXP. JTS. IN ADDITION TO EXP. JTS.
SHOWN ON OTHER DETAIL PLATES.

PROVIDE CONTRACTION JTS. @ 9'
MAX. SPACING, SAW CUT 2" MIN.
DEPTH.

ALL CONC. C. & G. SHALL BE PLACED
ON A MIN. OF 4" CLASS Il AGGREGATE
BASE.

SILL REQUIRED FOR DESIGN V" AND "B’,
WHEREVER SIDEWALK ABUTS CURB. SEE
S.D.P. 2-02.

2’—8”

DESIGN "B"(BATTERFACE)

i

2’—6"

DESIGN "D”(DRIVEOVER)
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611

MODIFIED B624 CURB & GUTTER

MODIFIED V624 CURB & GUTTER (SIMILAR)

NOTES

@ TIE SILL AT 3'-0" CENTERS
WITH 9" x #13 REINFORCING
BARS OR POUR INTEGRALLY
WITH CURB.

2. TO BE USED AT ALL CURB
RETURNS AND WHERE SIDEWALK
ABUTS CURB & GUTTER.

1/2" PREFORMED JOINT FILLER
PER MN/DOT SPEC. 3702.

DIMENSION TO BE SAME AS SIDEWALK
THICKNESS, 5" MIN.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CONCRETE SILL

Dl Vil |t e s

ASST. CITY ENGINEER DIRECTOR

DATE REVISED | PLATE NO. | REV.
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—
B o 7‘ N
. : 44.;’ ‘ -
R I
4 SFE
-7 SDP 2-02
F- 4 | FOR SILL
L L :
[~ 6" —=
STRAIGHT CURB
U-1A
USE WHERE SIDEWALK EXISTS
AND ON CURVES
11/2" R.
/ 1/2" R.

11/2" R \r @

( WAL —
| THICKENED EOCE S0

O R
| —

—

a4 . . » ”

O [ I o —#sxewoc
&, |=—— HEADER SECTION
‘e 6”

20"

STRAIGHT CURB

CURB & SIDEWALK
U-2A

PAY QUANTITIES
URBAN TYPE CURB,
GUTTER, & SIDEWALK

U-1B
USE WHEN THERE IS NO SIDEWALK
AND CURB & GUTTER IS NOT DESIRABLE

U-1A

STRAIGHT CURB
LIN. FT.
STRAIGHT CURB
LIN. FT.
HEADER SECTION
LIN. FT.
SIDEWALK  SECT.
SQ. YD.

NOTES

@ INCLUDED IN PAYMENT FOR
U-2A CURB PER LIN. FT.

@ INCLUDED IN PAYMENT FOR
SIDEWALK CONSTRUCTION
PER SQ. FT.

3. THESE DETAILS SHALL ONLY
BE USED FOR RESTORATION
OR PARTIAL RECONSTRUCTION
WORK. NEW CONSTRUCTION
SHALL USE C. & G. PER
S.D.P. 2-01 OR CURB
INTEGRAL TO CONCRETE
PAVEMENT.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

URBAN TYPE CURB
AND SIDEWALK

/JZWSM WK/W”

e 2.0 e . frnsad

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
SHT 1 OF 1 SHTS 3/22/06 2_03 D




5-1/2"=

2" R

- 1/2" T0 3/4"

1" R.

— — ST A=
I e )
TACK CURB TO i

BITUMINOUS 2 =
PAVEMENT \ = ‘\/
BACKFILL WITH
ANAVAVAANAVAVAANAVAVAN - SELECTED SOIL
XX TV XXX XX TIXXTTXXY S
BITUMINOUS J
WEARING COURSE | o\ /0 | ¢ 5
BITUMINOUS

BINDER COURSE

CROSS SECTION

NOTE

VOLUME OF CURB = 0.288 CU. FT. PER LIN. FT.
WEIGHT OF CURB = 21.12 TONS PER 1000 LIN. FT.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

BITUMINOUS CURB

V0 i |t w.

ASST. CITY ENGINEER DIRECTOR

SHT 1 OF 1 SHTS DATE REVISED | PLATE NO
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A , A
i 5" TRANSITION ) |
TYPICAL A=
==
o=
o= e W e V624 OR
= I w|= B2 cURB <
= 7
3 — % 2 — % & OUTTER
QO (W] \ Ll
DRIVEOVER CURB & GUTTER @

MAINTAIN TOP OF

<—2’—>

PLAN

<—2’—>

CURB CONSTANT AT UNIFORM SLOPE
| |

N

PERSPECTIVE

1

SECTION A-A

NOTES

@ 1/2" PREFORMED JOINT

FILLER MATERIAL PER
MN/DOT SPEC. 3702

SEE S.D.P. 2-06 FOR

CURB REINFORCEMENT
AT CATCH BASIN.

SEE S.D.P. 1-01 FOR
CATCH BASIN DETAIL.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

TRANSITION CURB & GUTTER
DRIVEOVER TO TYPE B OR V

Kf/aws/»/éj WK/W”

oo 2.0 e . frnnns

ASST. CITY_ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
SHT 1 OF 1 SHTS 1/1/00 205 B




1/2" BIT.

EXP. MATL.
DOWEL BAR _
SEE S.D.P. 1-01 FOR 6-3/4" x 26
. CATCH BASIN DETAL
!
- T _ _ ==
=} — -
. N N
2 =) g/é:éé/é//lﬂ = ©
! - - I — —_— - - _ |
" 8 - 36— = ¥ DEFORMED BAR
DOWEL EMBED TYP, 0 = Pl 1-$19 x 54
LAPPED 1'=2

PLAN (STRUCT. TYPE 1) DOWEL EMBED TYP.

NOTES

1. DOWEL BARS SHALL BE PER MN/DOT
SPEC. 3302 (EPOXY COATED).

2. DEFORMED BAR SHALL BE PER MN/DOT
SPEC. 3301 (EPOXY COATED).

COAT THE DOWEL BARS WITH A THIN
UNIFORM COATING OF AN APPROVED FORM
COATING MATERIAL MEETING MN/DQT SPEC.
3902 NOT MORE THAN ONE HOUR BEFORE
COVERING WITH CONCRETE, OR WRAP WITH
TEFLON TAPE.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CURB & GUTTER REINFORCEMENT
AT CATCH BASINS

/Qamg/v/é W(/W"" M&\J/A‘—M‘
ASST. CITY ENGINEER DIRECTOR
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(3) LOT LINE —~ —— B [ TYPE OF ENTRANCE [WIDTH] R [T
- — — — 1 [rESIDENTIAL 12-32 | #-6 |6
(ﬁ S'DE(WALK) S'DE(WALK) COMM., IND., ALLEY, R—4 12-32 | 6=6 | 7
£ (RES. 6" (RES.
5" (OTHER) Ly (OTHER) _NOTES
\ WIDTH MEASURED () (T) TRANSVERSE CONTRACTION JOINT REQUIRED
= 10 THIS PONT WHEN "D’ = 10°-0" OR GREATER, PLACE AT
| %\ THE CENTER OF THE APPROACH.
) U= /2 BRI (2) CONTRACTION JOINTS SPACED SO THAT MAX.
| T SPACING BETWEEN JOINTS DOES NOT EXCEED
M 1.5 "D OR 12" WHICHEVER IS LESS,
0 Bace R © MEASURED AT FLOW LINE.
5 Curg OF @, (3) EDGE OF APPROACH AT SIDEWALK LINE MUST
= 5
s BE WITHIN THE LOT SERVED.
|~ LONIRACTION (4) PAD FOR AS CONCRETE DRIVEWAY PAVEMENT.
7 (5) PAD FOR AS CURB & GUTTER THRU ENTRANCE.
] - (6) SHADED AREA INDICATES CURB TRANSITION
\ curi/3 A FROM FULL EXPOSURE TO ZERO EXPOSURE.
DEPTH () (7) CONTRACTION JOINT FOR RESIDENTIAL, 1/2"
) ~ PREFORMED JOINT FILLER PER MN,/DOT
SPEC. 3702 FOR OTHER.
® HALF PLAN 36" MINIMUM WALK WIDTH REQUIRED OUTSIDE
[ - OF DRIVE TRANSITION AREA.
B (9 1/2 PREFORMED JONT FILLER PER MN/DOT
STRKE OFF SPEC. 3702.
[INE | DRIVEWAY PAVEMENT
VR |9 , LENGTH VARIES
K ‘ GUTTER FLOW LINE 1/2" EXP. JT. YL
VARIABLE | - 2 ;l‘
L 4 CLASS Il AGGREGATE

SECTION B-B 5-10% DESIRABLE
15% MAX. DIFF.
T ’&
7 4
e
R e

STRIKE OFF LINE = TOE OF SLOPE
LINE. (EXCEPT CURVED PORTION

AS DIMENSIONED.)

| —
\V4
K& CONTROL JOINTS

PERSPECTIVE

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CONCRETE DRIVE APPROACH

) TYPE A
st Vil A 2@ eV . s
ASST. CITY_ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
SHT 1 OF 1 SHTS 1/1/00 2-07 C




TYPE OF ENTRANCE | WIDTH | T
(® LT LNE — A—— RESIDENTIAL, R1, R2 12-32' [ 6
/T SR T SDEWALK COMM., IND., ALLEY, R—4 12-32 | 7
| 4 (RES.) | 6" (RES.) T=THICKNESS OF ENTRANCE AND SIDEWALK
5" (OTHER) 7" (OTHER)
\ | NOTES
WIDTH MEASURED
) 10 THIS POINT (1) TRANSVERSE CONTRACTION JOINT REQUIRED
(6)— WHEN "D’=10'-0" OR GREATER, PLACED AT THE
/Lo = 7T CENTER OF THE APPROACH.
JONT (2) CONTRACTION JOINTS SPACED SO THAT MAX.
(% SPACING BETWEEN JOINTS DOES NOT EXCEED
_ ;v 1.5 "D" OR 12" WHICHEVER IS LESS, MEASURED
© g L3 @\ AT THE BACK OF CURB.
o W [ STRIKE OFF (3) EDGE OF APPROACH AT SIDEWALK LINE MUST
=k [N BE WITHIN THE LOT SERVED.
§
N 17 B ® (4) PAD FOR AS CONCRETE DRIVEWAY PAVEMENT.
= / J/~JOINT l (5) NO DEDUCTION TO BE MADE IN CURB & GUTTER
T FOR ENTRANCE.
\* I ) %ﬁ, - (6) CONTRACTION JOINT FOR RESIDENTIAL, 1/2"
&~ PREFORMED JOINT FILLER PER MN,/DOT
R @ -7 SPEC. 3702 FOR OTHER.
a1 (2) TAPER WING TO SIDEWALK WHEN "D" IS 15’
CONJTSQICTTIO&/ HALF PLAN A OR LESS, OTHERWISE TAPER TO 1/2 "D’
DRIVEWAY PAVEMENT _,
LENGTH VARIES )
1/2" EXP. 1/2' EXP.

JOINT
21/8 7

5—10% DESIRABLE
15% MAX. DIFF.

PERSPECTIVE

STRIKE OFF LINE=
TOE OF SLOPE LINE

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CONCRETE DRIVE APPROACH
TYPE B

/v&aws/a/g WK/W" {MW@

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
SHT 1 OF 1 SHTS 4/1 6/01 2_08 D




Q) Lot LINE—ﬂ A
P
! SIDEWALK ‘ SIDEWALK
‘ 4 (RES.) | 6" (RES.)
' WIDTH MEASURED
) [~ 70 THIS POINT
_/ |
/S 1/2 EXP.

JOINT (a
© oF

: N
= w
®
1/2' EXP.
1 { JOINT
Q B i e
/R s O S—
CONTRACTION
ont HALF PLAN J—
__DRIVEWAY PAVEMENT
1/ EXP. LENGTH VARIES

_

5-10% DESIRABLE

15% MAX. DIFF. SECTION A—A

PERSPECTIVE

1/2" EXP.

R

4" CLASS Il AGGREGATE

TYPE OF ENTRANCE | WIDTH | T
RESIDENTIAL 12-32" | 6
T=THICKNESS OF ENTRANCE AND SIDEWALK

NOTES

@ TRANSVERSE CONTRACTION JOINT REQUIRED
WHEN "D"=10"-0" OR GREATER, PLACED AT THE
CENTER OF THE APPROACH.

@ CONTRACTION JOINTS SPACED SO THAT MAX.
SPACING BETWEEN JOINTS DOES NOT EXCEED
1.5 "D" OR 12" WHICHEVER IS LESS, MEASURED
AT THE BACK OF CURB.

EDGE OF APPROACH AT SIDEWALK LINE MUST
BE WITHIN THE LOT SERVED.

PAID FOR AS CONCRETE DRIVEWAY PAVEMENT.

NO DEDUCTION TO BE MADE IN CURB & GUTTER
FOR ENTRANCE.

@ @6 ©

TAPER WING TO SIDEWALK WHEN "D" IS 15’
OR LESS, OTHERWISE TAPER TO 1/2 "D".

7. EXPANSION MATERIAL TO BE PREFORMED
JOINT FILLER PER MN/DOT SPEC. 3702.

d e d
D

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CONCRETE DRIVE APPROACH
TYPE C

1l T B oo

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
SHT 1 OF 1 SHTS 4/1 6/01 2_09 D




TYPE OF ENTRANCE | WIDTH | T
COMM., IND., ALLEY, R—4 12-32 | 7
(3) LOT LNE ——~ A< T=THICKNESS OF ENTRANCE AND SIDEWALK
T opewak r
-8 (omeR) ® _8 | NOTES
\ | =5 —~
WOTH 1S = (1) TRANSVERSE CONTRACTION JOINT REQUIRED
\ % 12 B, N Q& WHEN ”D’=10'-0" OR GREATER, PLACED AT
] : JOINT ¥(I;:ATSI-lIJI§E[F)’OINT 5 THE CENTER OF THE APPROACH.
I L (2) CONTRACTION JOINTS SPACED SO THAT MAX.
/T | SPACING BETWEEN JOINTS DOES NOT EXCEED
( @ STRIKE OFF 1.5 "D" OR 12" WHICHEVER IS LESS, MEASURED
© & CINE AT THE BACK OF CURB.
—
\ & (3) EDGE OF APPROACH AT SIDEWALK LINE MUST
- 1 > BE WITHIN THE LOT SERVED.
| / / @ (4) PAD FOR AS CONCRETE DRIVEWAY PAVEMENT.
| ® (5) NO DEDUCTION TO BE MADE IN CURB &
/ AO=s 1/2 EXP. JT. GUTTER FOR ENTRANCE.
- L (6) CROSS SLOPE ON SIDEWALK IS TO BE 2%
e \f ****** (7) SLOPE ADJACENT SIDEWALK AS NECESSARY,
\ VAR. = ® TO A MAXIMUM PITCH OF 1:20.
2 I R WING SLOPE IS TO HAVE A MAXIMUM
CONTRACTION A— PITCH OF 1:10.
JOINT HALF PLAN 9. EXPANSION MATERIAL TO BE PREFORMED
JOINT FILLER PER MN/DOT SPEC. 3702.
DRIVEWAY PAVEMENT
LENGTH VARIES
1/2" EXP.
JOINT ) | —
1 1/411 2 1/8 - ‘*“ “ ‘41: = “T* o ve o
T Tv:\gf B A R —
f 4" CLASS Il AGGREGATE

5-10% DESIRABLE
15% MAX. DIFF.

"\ P n /7 T 7/
DESIGN "V OR B’/CURBT‘

bt v

PERSPECTIVE

SECTION A-A

STRIKE OFF LINE=
TOE OF SLOPE LINE

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

CONCRETE DRIVE APPROACH

n TYPE D
Ayﬂwg/yz W(’/W"‘ M w.%—i—-ﬂ‘-‘
ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
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(3) LOT LINE —~ —>B TYPE OF ENTRANCE [WIDTH| R | T
e T e RESIDENTIAL 12-3 | #=6 |6
“ ” ”
(ﬁ | i’l’DE(VF!ééK) E'DE(VF!&*; COMM., IND., ALLEY, R-4 12-32 |66 |7
5 (OTHER) Ly (OTHER) NOTES
\ WIDTH MEASURED (1) TRANSVERSE CONTRACTION JOINT REQUIRED
) 10 THIS PONT WHEN "D = 10'-0" OR GREATER, PLACED AT
| @— THE CENTER OF THE APPROACH.

®

CONTRACTION JOINTS SPACED SO THAT MAX.
SPACING BETWEEN JOINTS DOES NOT EXCEED
1.5 "D" OR 12’ WHICHEVER IS LESS, MEASURED
AT FLOW LINE.

EDGE OF APPROACH AT SIDEWALK LINE MUST
BE WITHIN THE LOT SERVED.

PAID FOR AS CONCRETE DRIVEWAY PAVEMENT.

NO DEDUCTION TO BE MADE IN INTEGRANT
CURB AT ENTRANCE.

SHADED AREA INDICATES CURB TRANSITION
FROM FULL EXPOSURE TO ZERO EXPOSURE.

CONTRACTION JOINT FOR RESIDENTIAL, 1/2°
PREFORMED JOINT FILLER PER MN/DOT
SPEC. 3702 FOR OTHER.

Sl T O

Q@ @

8. 36" MINIMUM WALK WIDTH REQUIRED OUTSIDE
OF DRIVE TRANSITION AREA.
(9) 1/2° PREFORMED JOINT FILLER PER
MN/DOT SPEC. 3702.
STRIKE OFF
N . DRIVEWAY PAVEMENT |
VAR |12 , LENGTH VARES |30\
| | GUTTER FLOW LINE 1/2' EXP. JT. ) SO\
- | 1/2 BXP.JT. |

VARIABLE

R e
Ly
4" CLASS | AGGREGA

—1 — — SECTION B-B 5-10% DESIRABLE
SECTION A—A 15% MAX. DIFF.
T 7
- - (e
~ ~ A
- = _
=~ —
- - R ~" STRIKE OFF LINE = TOE OF SLOPE
-~ -~ LINE. (EXCEPT CURVED PORTION
INTEGRAL CURB™— - AS DIMENSIONED.)
is B
h— \ N\
— - /

DEPARTMENT OF PUBLIC WORKS

CITY OF ROCHESTER, MINNESOTA
PERSPECTIVE CONCRETE DRIVE APPROACH
n TYPE E
I T e o

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
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W=WIDTH OF SHOULDER OR 5" MINIMUM

THROUGH HIGHWAY

=
©
, @ CONSTRUCT B4-24 C&G
43/ TAPER CURB HEIGHT 0" TO 4"
IN 10" LENGTH AT APPROACH
ENDS OF CURB & GUTTER.
8
110 o
W !
7K = = e e
2 % ™! LOW VOLUME
% -
- / /% A= row
7

h

10:1 TAj&\

—_

15W

THIS CONTROL LINE IS ESTABLISHED
BY A 10:1 TAPER EXTENDED FROM
THE BACK OF CURB END LOCATED
FARTHEST FROM THE THROUGH HIGHWAY.

APPROACH | RADIUS
LEG SPEED| (R)
30 MPH_| 20’
35 MPH | 30
40 MPH_| 35
45 MPH_| 50

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

RURAL AT-GRADE
- SIDE ROAD INTERSECTION

s V(o | 8.0 e franas

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
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%
o
=
N i
Vi 5
o
=
VA e (1) CONSTRUCT B4-24 C&G
V] TAPER CURB HEIGHT 0" T0 4”
IN 10’ LENGTH AT APPROACH
121 ENDS OF CURB & GUTTER.
LOW VOLUME
= | ROAD
=
= // —
T i
- iy 2 THIS CONTROL LINE IS ESTABLISHED
o ~ BY A 10:1 TAPER EXTENDED FROM
3 S THE BACK OF CURB END LOCATED
o= = FARTHEST FROM THE THROUGH HIGHWAY.
'_
21— |=
3 | |2
(an]
= IS
— =10
VR = APPROACH | RADIUS
Ve LEG SPEED| (R)
o 30 MPH | 20
<] 35 MPH | 30’
S . 40 MPH | 35
LA w3 45 MPH | 50°
2 =l
N =<| >~
v T £
®
DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA
\/Q RURAL AT-—GRADE
V] o SIDE  ROAD INTERSECTION
L N W/RIGHT TURN LANE
<C . T
: /CU““’S/V/Z W(/W"’“ Ww.//‘-‘—“‘
Q ASST. CITY ENGINEER DIRECTOR
SHT 2 OF 2 SHTS %A}EZZE}'B% PEAE N2°' RZV'




B | |
. | |
R | |
NN \ \
NN \ \
T | |
| |
| A
FULL HEIGHT .
CURB %
A
.
20 Y
< ?’-7‘\0 NV
< 4 D%
3 Gk
A @?P A
7 Y, /1/,470
%, § FUL HEGHT
AN
I O N D
e |
LS
NOTES

1. SEE MN/DOT PLATE NO. 7036 FOR A.D.A.
REQUIREMENTS FOR SIZE, SLOPE, LOCATION AND
TRUNCATED DOME AREA GUIDELINES.

@ IF RAMP IS PAID BY SQ. FT. THEN TRUNCATED DOME
AREA IS PAID IN ADDITION TO RAMP AREA.

@ EJ. = 1/2" PREFORMED JOINT FILLER PER
MN/DOT SPEC. 3702.

4. RAMP THICKNESS IS TO BE MIN. 6" CONCRETE—

MN/DOT SPEC. MIX 3A32 WITH A MIN. OF 4"
AGGREGATE BASE CLASS 2 (INCIDENTAL).

5. PRECAST TRUNCATED DOME MATERIAL
SHALL BE APPROVED BY THE ENGINEER.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

PEDESTRIAN CURB RAMP

/CVA!”’"S/V/Z WK/W“

2 0 .

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
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BIKE PATH

BIKE PATH GRADE
SHALL BE NO GREATER

THAN 2% TO PROVIDE
A LANDING STRIP \

CONCRETE RAMP

U

oo
"%
=

AR o oy

S g o
o S o
Ty e A0
W::oooooo 00000000 ’/RI‘ : 3

- ooo% 000@000000 - .

o0 0000 cooo( -
77777 ~poooocooboooodbooo00| .. S

ROUND ALL SLOPED FULL HEIGHT CURB
INTERSECTIONS \

***** [ S———

NOTES

1. SEE MN/DOT PLATE NO. 7036 FOR A.D.A.
REQUIREMENTS FOR SIZE, SLOPE, LOCATION AND
TRUNCATED DOME AREA GUIDELINES.

IF RAMP IS PAID BY SQ. FT. THEN TRUNCATED DOME
AREA IS PAID IN ADDITION TO RAMP AREA.

= 1/2" PREFORMED JOINT FILLER PER

DEPARTMENT OF PUBLIC WORKS

MN/DOT SPEC. 3702. CITY OF ROCHESTER, MINNESOTA
4. RAMP THICKNESS IS TO BE MIN. 6" CONCRETE—
MN/DOT SPEC. MIX 3A32 WITH A MIN. OF 4" BIKEWAY CURB RAMP
AGGREGATE BASE CLASS 2 (INCIDENTAL). P 4 :
5. PRECAST TRUNCATED DOME MATERIAL AV“-S/—’Z 172 /_"’ M ) . f
SHALL BE APPROVED BY THE ENGINEER. ASST. CITY ENGINEER DIRECTOR

DATE REVISED | PLATE NO. | REV.
SHT 2 OF 2 SHTS 3/22/06 2_13 C




CURB AND GUTTER

=

DRIV
7 N. P

i A..'.' =
- COMM%RCIAL N/ 1O

WAY T 4%
e |4 '.

1" MIN——

2’ MAX.

© 6N

7 IN. PAVEMENT

4 IN. WALK

NS

PAVEMENT

RESIDENTIAL
DRIVEWAY

-~

L PRIVATE WALK

~— 4 IN. WALK

©

vd

= 4N, WALK

(8X\ \ﬁ 5 IN. WALK

3

1/4" R. 0.02 FT/FT SLOPE TOWARD ROADWAY7 i
<

4
4

; Cs®e e LT

< 4

b vaRmaLE womH |
SIDEWALK & BASE
TYPE OF SIDEWALK A B
cL 2 |cL 7¢
RESIDENTIAL I
RESIDENTIAL THRU DRIVE 6 4 [ 6
COMM., IND., R—4 5 1" | 3
COMM., IND., ALLEY, R—4 THRUDRVE [ 7" [ 4" | 6

NOTES

(D 1/2 IN. PREFORMED JOINT FILLER MATERIAL.

MN/DOT SPEC. 3702.

@ 1/2 IN. EXPANSION JOINTS AT PROPERTY LINE
AND 100 FT. (APPROX.) MAXIMUM INTERVALS.

@ SEE S.D.P. 2-02 FOR CONCRETE SILL DETAIL.

(@) CONTRACTION JOINT (FORMED OR SAWED 1/3 DEPTH)
SEE S.D.P. 2-07 TO 2-11 FOR PLACEMENT

(® SEE S.D.P. 2-13 AND PLANS FOR PLACEMENT

OF PEDESTRIAN CURB RAMP.

(® SIDEWALK THICKNESS THRU DRIVE APPROACH
IS TO BE SAME THICKNESS AS APPROACH.

(D PROVIDE INTERMEDIATE JOINT AT SQUARED END

IN SIDEWALK, WHEN SIDEWALK IS
CURB AND GUTTER.

ADJACENT TO

CONCRETE-MN/DOT SPEC. MIX 3A32
BASE-CLASS Il AGGREGATE (INCIDENTAL)

(@ SEE S.D.P. 2-07 TO 2-11 FOR DRIVE APPROACH.

WALKS PLACED ABUTTING THE STREET CURB SHALL
HAVE A SPECIAL DECORATIVE PATTERN AS
SPECIFICALLY APPROVED BY THE CITY ENGINEER.

@) LONGITUDINAL JOINTS REQUIRED IF SIDEWALK

WIDTH EXCEEDS 8 FEET.

12. 18" CLEAR ZONE ON BOTH SIDES OF SIDEWALK
ARE TO BE FREE FROM ALL OBSTRUCTIONS.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

SIDEWALK DETAILS

12 Ve o P AN

~ ASST. CITY ENGINEE DIRECTOR
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